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ltem 14. Continued.
A. CHANGE TO BID OPENING DATE

Standard Form 1442, First Page, Item No. 13.A.- In the second line, change the bid opening date from
"11 APRIL 2000, AT 2 P.M. LOCAL TIME " to "18 APRIL 2000, AT 2 P.M. LOCAL TIME. "

B. CHANGES TO BIDDING SCHEDULE

Replace the Bidding Schedule, pages 00010-3 through 00010-5, with the accompanying new Bidding
Schedule, bearing the notation "ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO.
DACW63-00-B-0014."

C. CHANGES TO THE SPECIFICATIONS
Replacement Section - Replace the following section with the accompanying new section of the same number

and title, bearing the notation "ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACW63-
00-B-0014:"

Section No. Title
02278 RIPRAP

END OF AMENDMENT
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ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACW63-00-B-0014

RIPRAP, COLLECTOR SYSTEM, & DITCH REPAIR (Title)
Sam Rayburn Dam and Reservoir, Texas (Location)

Solicitation No. DACW63-00-B-0014
SRRCD

BIDDING SCHEDULE
(To be attached to SF 1442)

BASE BID: All work required by the plans and specifications exclusive of work required by Options.

Item Estimated Unit Estimated
No. Description Quantity Unit Price Amount
0001 Riprap (East Embankment) 2,663 Tons $ $

0002 Riprap(West Embankment) 5,417 Tons $ $

0003  Grout 10 CuYd $ $

0004  Buried Collector System 2000 linear ft $ $
[AM#0002]

0005 Ditch Repair 196 linear ft $ $

TOTAL BASE BID $

Option 1.
0006 Riprap 1,141 Tons $ $
Option 2.
0007 Riprap 1,902 Tons $ $
Option 3.
0008 Riprap 1,902 Tons $ $
Option 4.
0009 Grout 10 CuYd $ $
Option 5.
0010 Grout 5 CuYd $ $
Option 6.
0011 Grout 3 CuYd $ $
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ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACW63-00-B-0014

Solicitation No. DACW63-00-B-0014

BIDDING SCHEDULE (cont)

Item Estimated Unit Estimated

No. Description Quantity Unit Price Amount

Option 7.

0012 Buried Collector Sysem 500 Linear ft $ $

Option 8.

0013 Ditch Repair 30 Linear ft $ $

Option 9.

0014 Ditch Repair 60 Linear ft $ $

Option 10.

0015 Ditch Repair 90 Linear ft $ $

Option 11.

0016 Ditch Repair 120 Linear ft $ $

OPTIONS TOTAL $

TOTAL BASE BID AND OPTION NOS 1 THRU 11 $

NOTES:

1. ARITHMETIC DISCREPANCIES (EFARS 14.407-2)

(@ For the purpose of initid evauation of bids, the following will be utilized in resolving arithmetic discrepancies found on

the face of the bidding schedule as submitted by bidders:

Q) Obvioudy misplaced decima points will be corrected;

2 In case of discrepancy between unit price and extended price, the unit price will govern;

3) Apparent errorsin extension of unit prices will be corrected; and

4 Apparent errors in addition of lump-sum and extended prices will be corrected.

(b) For the purposes of bid evauation, the Government will proceed on the assumption that the bidder intends hisbid to
be evaluated on the basis of the unit prices, extensions, and totals arrived a by resolution of arithmetic discrepancies as provided
above and the bid will be so reflected on the abstract of bids.

(c) These correction procedures shal not be used to resolve any ambiguity concerning which bid is low.
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ACCOMPANYING AMENDMENT NO. 0002 TO SOLICITATION NO. DACW63-00-B-0014
Salicitation No. DACW63-00-B-0014
BIDDING SCHEDULE (cont)

NOTES: (cont)
2. If amodification to abid based on unit prices is submitted, which provides for alump sum adjustment to the total estimated
cog, the gpplication of the lump sum adjustment to each unit price in the bid schedule must be stated. If it is not stated, the bidder
agress that the lump sum adjustment shdl be applied on a pro rata basis to every unit price in the bid schedule.
3. Biddersmugt bid on dl items.
4. Cogts dtributable to Division 01 - Genera Requirements are assumed to be prorated among bid items listed.
5. For the purpose of this solicitation, the word "item™ shall be considered to mean "schedule” as used in Provison 52.214-0019,
CONTRACT AWARD--SEALED BIDDING--CONSTRUCTION, in Section 00100 INSTRUCTIONS, CONDITIONS,
AND NOTICES TO BIDDERS, excluding additives, deductives, or optiona items.
6. EXERCISE OF OPTIONS (SWDR 715-1-1 (16 January 1996))
The Government reserves the right to exercise the option(s) by written natice to the Contractor either singularly or in any
combination for up to 60 caendar days after award of the Base Bid without an increase in the Offeror's Bid Price. Completion of

added items shdl continue at the same schedule as the Base Bid unless otherwise noted in Section 01000 CONSTRUCTION
SCHEDULE, paragraph 1 entitled SCHEDULE.

END OF BIDDING SCHEDULE
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

SECTI ON 02278

Rl PRAP
Amend 0002

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
designation only.

CORPS OF ENG NEERS, HANDBOCOK FOR CONCRETE AND CEMENT

CRD- C 137 Soundness of Aggregate by Use of Sodi um
Sul fate or Magnesi um Sul fate

CRD-C 144 Met hod of Testing Stone for Resistance to
Freezi ng and Thaw ng

CORPS OF ENG NEERS, ENG NEERI NG MANUAL

EM 1110- 2- 1906 Laboratory Soils Testing
30 Nov 1970

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 88- 76 Soundness of Aggregates by Use of Sodi um
Sul fate or Magnesi um Sul fate

ASTM C 127-80 Specific Gavity and Absorption of Coarse
Aggr egat e

ASTM C 131-81 Resi stance to Degradation of Small Size

Coarse Aggregate by Abrasion and Inpact in
the Los Angel es Machi ne

1.2 MEASUREMENT
1.2.1 Ri prap

Unit for measurenment for riprap will be the ton of riprap nmateri al
satisfactorily placed in the work.

1.3  PAYMENT

1.3.1 Ri prap
Al costs associated with riprap will be paid on the basis of tons of
riprap satisfactorily placed for required permanent work as shown on the
drawi ngs or as required by the Contracting Officer at the contract unit

price per ton for "R prap."” Such paynent shall be based on the wei ght of
riprap as docunented by certified scale receipts and anount actually placed
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

on the required work. This paynment shall constitute full conpensation for
furnishing the materials froma comercial source and placing the riprap as
speci fi ed.

1.3.2 Rock Access Ranmp

No separate paynent will be nade for rock access ranps. Al labor, riprap,
and incidentals necessary to conplete the rock access ranps as descri bed
herein or as shown on the drawi ngs shall be included in the contract price
for "Riprap.”

[AM #0002]
1.3.3 Access From Crest of Dam

If the Contractor plans on conducting the upstream riprap repair work from
the crest of the dam the following requirements must be met:

a. One lane of traffic on R255 must remain open at all times.

b. A detailed traffic control plan must be developed by the
contractor, then reviewed and approved by the Contracting Officer
before work may start. The Contracting Officer will not review this
plan until it has been approved by TexDOT.

c. Required permits, if any, must be obtained from TexDOT.

d. Since the roadway is relatively new, a joint condition survey
will be conducted prior to start of work and damage (if any) will be
repaired by the Contractor at his expense.

e. Special attention should be given to Placement Procedures listed
in paragraphs 3.5.3.1 and 3.5.3.2.

1.4 SUBM TTALS
CGovernnent approval is required for submttals with a "GA" designation;
subm ttals having an "FI O designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:
SD-08, Statenents
Desi gnati on of Source of Riprap; GA

The Contractor shall designate in witing the source(s) fromwhich it is
proposed to furnish materials for riprap (paragraph 3.2.1).

SD- 09, Reports
Reports of Quality Control; GA

The Contractor shall inspect, and certify conpliance with contract
requirenents of all nmaterials and operations (paragraph 3.6).

SD-13, Certificates

Materials; GA
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

The Contractor shall submt certificate(s) of conpliance fromthe nateri al
supplier certifying that the materials furnished for riprap under this
specification conply with the quality requirenents.

PART 2  PRODUCTS (NOT APPLI CABLE)
PART 3 EXECUTI ON
3.1  GENERAL

The work under this section consists of furnishing all plant, |abor

equi prent and nmaterials and performng all operations in connection with
the addition of riprap to the upstream slope of the enbanknent. These
materials shall be placed as shown on the drawi ngs in accordance with the
speci fications and applicable drawings or as otherw se directed by the
Contracting Oficer.

3.2 Rl PRAP MATERI AL
3.2.1 Cener a

Material s shall be durable stone as approved by the Contracting Oficer's
Representative. Gypsum anhydrite, chert, shale, and soft or weathered
rock will not be approved. The Contractor shall, at |least 30 days in
advance of planned placenent, designate in witing the source or sources
fromwhi ch he proposes to furnish materials. Suitable test results and
service records will be used to determ ne the acceptability of the
materials as to quality. 1In the event that recent quality evaluation test
reports and a service record that are acceptable to the Contracting
Oficer's Representative are not available, the materials shall be

subj ected to such tests descri bed bel ow as are necessary to determne its
acceptability for use in the work. Quality evaluation tests will be nade
by the Governnent and at its expense. Wen tests are required, suitable
test sanples of riprap shall be obtained by the Contractor under the direct
supervision of the Contracting Oficer, and submitted for approval testing
by shipping to U S. Arny Engi neers WAt erways Experinment Station, ATTN
CEVES-GS-GD (T.J. Giffing), 3909 Halls Ferry Road, Vicksburg, M
39180-6199. Costs of shipping or delivery of test sanples will be at the
expense of the Contractor. Test sanples shall be submitted at |east 60
days in advance of the tine when the placing of the stone protection is
expected to begin. Stone materials shall not be delivered to the site of
the work prior to approval of the test sanples. The total overall weight
of the sanple of riprap shall approximte 1,000 pounds and representative
pi eces shall weigh not nore than 100 pounds. The Contractor shal
designate in witing only one source or one conbinati on of sources from
whi ch he proposes to furnish stone materials. The maxi nrum nunber of stone
quality tests that will be conducted at Governnent expense will be one (1).
The costs of any additional tests shall be borne by the Contractor

3.2.2 Construction Material Sources

Materials for riprap neeting the quality requirements of this specification
have in the past been produced fromthe sources |listed hereinafter
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

Type of
Sour ce Mat eri al Producer and Location

Arc Spur Li nest one Texas Industries, Inc., Arlington, TX
produces froma quarry located six (6)
mles north of Bridgeport, TX

Ceor get own Li nest one Texas Crushed Stone Conpany, Austin, TX
produces froma quarry located three (3)
mles south of Georgetown, TX

Ar dnor e Li nest one Dol ese Brot hers Conpany, Cklahonma Cty, K
produces fromDavis quarry | ocated seven
(7) mles northeast of Ardnore, K

Bri dgeport Li nest one Lone Star Cenent Corporation, Houston, TX

produces froma quarry |ocated twelve (12)
mles southwest of Weatherford, TX

3.2.3 Quality of Stone for R prap

Stone for riprap shall be durable and of a suitable quality to insure
permanence in the structure and in the climate in which it is to be used.
It shall be free fromcracks, seanms, and other defects that would tend to
increase unduly its deterioration fromnatural causes. The inclusion of
obj ectionable quantities of dirt, sand, clay, and rock fines will not be
permtted.

3.2. 4 Tests for Quality

Tests to which the naterials may be subjected include petrographic

anal ysis, specific gravity, abrasion, absorption, wetting and dryi ng,
freezing and thawi ng, and such other tests as may be consi dered necessary
to denonstrate to the satisfaction of the Contracting Oficer's
Representative that the nmaterials are acceptable for use in the work.
Tests and test values listed below are for job controls of stone and will
be used to help determ ne the acceptability (as to quality) of riprap

mat eri al bei ng produced.

3.2.4.1 Wight and Absorption

The m ni num wei ght per solid cubic foot calculated fromthe bul k specific
gravity (saturated surface-dry) of the sanple deternined in accordance with
the procedure in ASTM C 127, shall be 150 pounds. Absorption shall not
exceed 6 percent by weight. Test sanples shall be 1-1/2 inches to 2-1/2

i nches in size.

3.2.4.2 Soundness (Freezi ng and Thawi ng)

The | oss of weight of stone after 20 cycles of freezing and thawing with
test specinmen i mersed in water shall be |l ess than 15 percent. Each cycle
shall consist of 16 hours freezing at tenperature of 5 degrees F, and 8
hours thawi ng at tenperature of 100 degrees F. The test specinens shall be
prepared in accordance with the requirenents of CRD-C 144, and shall be
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

1-1/2 inches to 2-1/2 inches in size.

3.2.4.3 Soundness (Magnesi um Sul fate Test)
The | oss of weight of stone after testing with five cycles of magnesi um
sul fate shall not exceed 15 percent. The tests shall be in accordance with
the procedures designated in CRD-C 137 and ASTM C 88. The tests shall be
performed on 1-1/2 to 2-1/2-inch size sanpl es.

3.2.4.4 Resi stance to Abrasions

Stone shall be subjected to the Los Angel es Abrasi on Test (ASTM C 131) and
shall show a loss in weight of not nore than 40 percent after 500
revol utions.

3.3 FOUNDATI ON PREPARATI ON
Since the newriprap will be placed directly on the existing upstream sl ope
ri prap, no special foundation preparation is required. Any | oose, non
rock, material, driftwood, debris and the like will be renoved fromthe
areas to receive new riprap.

3.4 ROCK ACCESS RAMP

The Contractor may construct a rock access ranp on the surface of the

exi sting enbanknment riprap surface. |If this ranp is constructed out of
granul ar "choker stone," it shall be left in place and no separate paynent
will be nade for the ranp construction or naterial. If this ramp is

constructed out of specified riprap material, the ranp may be renoved
towards the end of the work and the rock in the ranp nay be noved into the
required riprap section. This material nmay then count towards riprap

pl aced. Al access ranps and roads shall be constructed so the traffic

| anes are at or above elevation 167.0 feet NGVD.

3.5 PLACEMENT OF RI PRAP
3.5.1 Pl acenent Into Required Section

The Contractor shall place a m ninmum of 5.92 Tons of riprap per |linear foot
of riprap section to be placed for east enbanknent. The Contractor shal
place a mininmumof 2.71 Tons of riprap per linear foot of riprap section to
be placed for west enbanknent. Any variation of tonnage exceedi ng 10
percent by weight per linear foot will be adjusted to conform by the
Contractor.

3.5.2 G adation

Stone for riprap shall be placed within the linmts shown on the draw ngs or
otherwi se as directed by the Contracting Oficer's Representative. Either
boul ders or quarried rock may be used as stone if conformng to the
applicabl e requi rements of Paragraph 3.2, R PRAP MATERI AL as to quality.
The riprap shall be reasonably well graded fromthe mni numsize stone
permtted to the maxi mum si ze stone pernitted. Neither the breadth nor the
t hi ckness of any piece of stone shall be less than one-third of its |ength.

SECTI ON 02278 Page 5



Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

During production, the stone shall be sanpled and tested by the Contractor
as often as deened necessary by the Contracting Officer's Representative to
determine if conpliance with the gradation provisions of the specifications
wi || be possible using the stone being produced. The Contractor shal
provi de all necessary equi prent and | abor for the taking, processing and
wei ghi ng of representative sanples, both at the source and in-place. The
riprap shall be graded within the following limts (in-place):

Maxi mum 90 Percent Aver age 8 Percent
Si ze Size (1 Size (2 Size (3

(1100 I bs) (600-950 | bs) (225-350 | bs) (50 | bs)
Not es:

(1) Defined as that size such that 90 percent of the stone, by weight,
is smaller and 10 percent is |arger

(2) Defined as that size such that 50 percent of the total stone, by
weight, is larger and 50 percent is snaller

(3) Not nore than 8 percent of the stone, by weight, shall consist of
pi eces wei ghing | ess than the wei ghts shown.

(4) Additionally, no nore than 1% (by wei ght) shall consist of dirt,
sand, and small rocks.

3.5.3 Pl acenent Procedures

The Contractor shall provide and set grade stakes transversely, and at the
top and bottomof the new riprap section. A specified plus or m nus

tol erance for the finished surface of the riprap will not be required. The
Contracting O ficer shall approve the finished surface, and if, in the

opi nion of the Contracting O ficer, excessive anmounts of riprap have been
pl aced outside the lines shown on the drawi ngs, that riprap shall be paid
for by the Contractor. The intent of these specifications is to require
pl acenent of riprap in a manner that will produce a well keyed and stable
mass of rocks with a finished surface corresponding to, the lIines and
grades shown on the drawings. The larger rocks shall be well distributed
and the entire nmass of rocks in their final position shall conformto the
gradation specified hereinbefore. The finished riprap shall be free from
obj ecti onabl e pockets of small rocks and clusters of |arger rocks. The
desired distribution of the various sizes of rocks throughout the mass
shal | be obtained by selective |loading of the material at the quarry or

ot her source; by controlled dunping of successive |oads during fina

pl aci ng, or by other mnethods of placenment which will produce the specified
results. Rearranging of individual rocks by mechani cal equi prent nmay be
required to sonme extent to obtain a reasonably well graded distribution of
rock sizes.

3.5.3.1 Pl acenent Procedures Required

(1) Placenent in such a manner as to mnimze segregati on and avoi d
di spl acenent of underlying materials;
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD
ACCOVPANYI NG AMENDMVENT NO. 0002 TO SOLI CI TATI ON NO. DACWS3- 00- B- 0014

(2) the riprap shall be placed in one operation by nmeans of truck
skip box, clam rock-bucket, orange peel, or hydraulic excavator
("Gradal Il " or approved equal). No other nethod of placenent shall be
used without witten approval of the Contracting Oficer's
Representative and the approval will be contingent on the Contractor's
continued ability to provide an acceptabl e product;

(3) riprap shall be placed up the slope fromthe bottom of the
requi red section;

(4) The Contractor shall provide sufficient |abor during placenment for

rearrangenment of |oose stone, to conply with the end-product

requi renent of a well keyed and stable nass; and

(5) the in-place riprap shall conformto the gradation specified.
3.5.3.2 Pl acement Procedures Not Permtted

(1) Heavy tracked equi prent on the new riprap surface;

(2) dunping of riprap at a higher elevation and rolling into place;

(3) noving riprap by drifting and mani pul ating or |eveling by nmeans of
dozer, dragline bucket or other blade equi pnent;

(4) final finishing of the riprap with heavy plates or simlar nethods
whi ch would result in breakdown of the in-place riprap;

(5) placing riprap by dunping into chutes or by simlar nethods |ikely
to cause segregation of the various sizes; and

(6) placing riprap in |ayers.
3.6 QUALITY CONTRCL
3.6.1 Contractor Quality Control

The Contractor shall inspect and certify conpliance with contract
requirenents, test if required, and record all inspections and required
tests of all materials and operations, including, but not limted to the
fol | owi ng:

(1) Equi prent

(2) Materials

(3) Construction nethods

(4) Line, grade, tolerance, and gradation

If tests indicate materials or workmanship not to be in conformance wth
the specifications, the materials shall be renoved and replaced wth
materials neeting these specifications at no additional cost to the
governnent. No material nay be delivered to the work site prior to
approval of tests and/or certifications.
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Sam Rayburn Ri prap, Collector System & Ditch Repair SRRCD

ACCOVPANYI NG AMENDVENT NO. 0002 TO SOLI CI TATI ON NO. DACW3- 00- B- 0014
3.6.2 G adation Tests

It is the intent of this specification to rely on certifications for

conpliance with the required gradations. |If, in the Contracting Oficers
opi nion, the in-place riprap does not neet the specified requirenents, one
i n-place gradation test shall be perfornmed on the material. |If the results

of this in-place test determnes the material is out of specification, the
contractor shall renove and replace with correct nmaterial and shall receive
no conpensation for the in-place gradation test. |If the results of the
test indicate that the material was in conpliance, the test will be at
governnent expense. Additionally, gradation tests on entire truckl oads of
material may be required if the Contracting O ficer suspects excessive
anounts of dirt, sand, and small rocks outside the one (1) percent by

wei ght allowed. These tests will be at the discretion of the Contracting
O ficer and under his direction. Tests will be paid for by the Governnent
if the gradation falls within the fines limt. |If the gradation is outside
the acceptable limt, the test will be paid for by the Contractor. The
truckl oad whi ch has been tested and has failed the gradation test will be
refused, and no other riprap shall be placed until the Contractor can show
t hat subsequent trucks will fall within the acceptable limts.

3.6.3 Ri prap

If it is required, the Contractor shall use the follow ng procedure in
performng the gradation test on in-place riprap naterial or a truck | oad
of riprap material under the direction of the Contracting Officer's

Repr esent ati ve:

(1) The sanple shall be taken by the Contractor at a |ocation designated
by the Contracting Oficer. The sanple shall consist of the full section
of in-place finished riprap over a mninmum area of 10 feet square or a
truckload of riprap material. The Contractor shall provide all necessary
| abor, equi pnent and scal es (sling type).

(2) Weigh and record results individually for each piece weighing over the
specified eight (8) percent size.

(3) Wigh, collectively, all pieces weighing | ess than the specified eight
percent size and record total weight of this size material

(4) Calculate the cumnul ative percent passing and plot size in pounds
agai nst the percent passing. Determ ne the average depth/thickness over
whi ch the sanpl e was obtai ned.

(5) Report results on ENG Form 4055. |If any tests on riprap naterials
indicate that the materials do not neet gradation requirenents, the

materials shall be reworked or replaced as directed with materials neeting
the specified requirenents.

-- BEnd of Section --
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